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ConsuLab

Contrôleur à distance

REMOTE CONTROL SOFTWARE

• Easy to install Windows®-based software allows you to control 
the fault box remotely via a USB cable (included with software) 
to your Windows® computer.

• Allows you to program intermittent faults. Engine systems res-
pond to created conditions and inserted faults with real world 
symptoms, OEM DTC’s and check engine light operation.

• Allows insertion of single or multiple faults in the engine.

• Major engine sensor signals can be adjusted to produce a 
variety of engine operating conditions.

Educational Advantages:
• Allows insertion of faults for the diesel engine systems with  
 real problems, codes and other indicators.

Features:
• Signals generated from most sensors that reproduce actual  
 running conditions in the system.

• Remote control using a dedicated software interface 
 connected to a PC running Windows™ through USB port.

• Fault selection, signal variation (if available), and set 
 intermittence parameters either directly or by remote hook up.

• .

Example Faults
ECT (Engine Coolant Temperature) 

The engine coolant temperature sensor signal can be varied from 
minimum to maximum values. Multiple driveability symptoms can be 
created (hard start, no start, running rich or lean).

INJ (Fuel Injector)

One fuel injector control circuit can be opened, creating an engine 

Note: Faults can be changed accordingly to engine model.
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